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产品质量证明书宁波宝新不锈钢有限公司
NINGBO BAOXIN STAINLESS STEEL CO.,LTD. INSPECTION CERTIFICATE

.

订货单位 产品名称
不锈钢冷轧钢带

CUSTOMER PRODUCT

收货单位 代 号
008422

证 书 号
LCKCC231126

PURCHASER CUSTOMER'S NO. CERTIFICATE NO.

标准

JIS G 4305 SUS304
客户订单编号

L23A00783N
CUSTOMER ORDER NO

签发日期
2023/11/26

表面加工类型
BA0

SPECIFICATION DATE OF ISSUE SURFACE FINISH

许可证号
LCKCC231126

合 同 号
L23AN05000

LICENSE NO. CONTRACT NO.

序
钢卷 /捆包号

件 炉 规格 及 重量 化学成分 CHEMICAL COMPOSITION % 拉伸试验TENSILE TEST 弯曲 硬度 晶
间
腐
蚀

MATERIAL DESCRIPTION (熔炼分析HEAT ANALYSIS) G.L=L2 BEND HARD

号 COIL/PACK 数 号 厚度 宽度 长度 张 净重
C Si Mn P S Ni Cr N

屈服 Y.S. 抗拉 延伸 伸长EL

r=a
NESS

NO. HEAT THICK WIDTH LENGTH 数 N.W. 0.2% 1.0% T.S. *1 A50 A80 HV

NO. QTY NO. mm SHEETS (kg) x10³ x10² x10² x10³ x10³ x10² x10² x10³ MPa % 1 *0 *3

MIN 800 1800 205 520 40.0 0.0 0.0

MAX 80 100 200 45 30 1050 2000 100 9999 200.0

1 33110111D 1 23W036008 0.41 1000.00 COIL 1 4679 39 42 106 23 4 801 1810 47 308.0 732.0 58.0 181 OK

2 33110111E 1 23W036008 0.41 1000.00 COIL 1 4685 39 42 106 23 4 801 1810 47 308.0 732.0 58.0 181 OK

3 33110111F 1 23W036008 0.41 1000.00 COIL 1 4651 39 42 106 23 4 801 1810 47 308.0 732.0 58.0 181 OK

合计 Total 3 14015

备 注

REMARKS

注 释 屈服 Y.S.= YIELD STRENGTH 抗拉 T.S.= TENSILE STRENGTH 伸长 EL= ELONGATION G.L.= GAUGE LENGTH L1= 5.65SQRT(F0) L2= 50MM L3= 80MM L4=200MM L5=11.3SQRT(F0) *0: 平均

NOTES AVERAGE *1: 屈服延伸YIELD POINT EXTENSION *3: 晶间腐蚀 INTERGRANULAR CORROSION

本产品已按上述要求进行制造和检验，其结果符合要求，特此证明。

会验者 WE HEREBY CERTIFY THAT MATERIAL DESCRIBED HEREIN HAS MANUFACTURED AND TESTED WITH SATISFACTORY RESULTS IN ACCORDANCE WE HEREBY CERTIFY THAT MATERIAL 
DESCRIBED HEREIN HAS MANUFACTURED AND TESTED WITH SATISFACTORY RESULTS IN ACCORDANCE

技术质量部部长               沃海波

SURVEYOR TO 拉伸试样采用JISZ2201标准中的13B或5号试样，其中厚度在2.0mm及以下的产品使用5号试样，厚度在2.0mm以上的产品使用13B试样； MANAGER OF TECHNOLOGY DEP.
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